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I. INTRODUCTION 
The possibility of the application of existing radiometric techniques to the 
measurement of the spectral irradiance from solar simulators was critically ex- 
amined from a number of points of view, as regards both instrumentation and 
methods for evaluating the radi.ation data. Each component was evaluated in terms 
of its physical capabilities and the degree of accuracy to be expected through 
its use. Many of the conventional radiometric techniques and instrumentations 
were found inadequate in one or more respects. Some of these will be discussed. 
First, however, consideration will be given to detectors and some of their cl-aoc- 
teristics and short-comings since all radiometric instrumentation includes a 
detector in some form as a basic component. Since comparison measurements 
against standard sources are necessary, a review will be gtven covering previ- 
ously available and new standards of radiance and irradiance having possible 
use in solar simulation evaluation. Finally there will follo;J a summary cover@ 
available instrumentation and methods. 
II. DETECTORS 
Only those detectors showing most promise of usefulness in this field are 
considered, namely surface thermopiles, photomultipliers, phototubes, and PbS 
cells. The specific characteristics of detectors determine their value in accu- 
rate radiometric measurements and further determine in great part the design of 
the instrumentation to be employed with the?n. The discussions will be centered 
around those factors having most importance in their use in radiometry. 
1. Thermopiles and Thermocouples 
The usual commercial thermopile or thermocouple receiver consists of a flat 
surface (usually gold or silver foil or thin sheet) coated with one of thecanmm 
blacks, such as gold black, platinum black, carbon black, camphor black, or 
graphite (Parsons' black is also available) and in a layer whose thickness is 
inversely proportions.1 to time response. The end result is usually an element 
having selective spectral sensitivity and varying widely in sensitivity over its 
surface. Both of these sensitivities usually vary additionally with the mode of 
1 
measurement because of detector time response or because of the inherent charac- 
teristics of the associated electronics. Figures 1 to 5 illustrate the observed 
variations in sensitivity over the surface of a particular 5-junction gold-black, 
rapid response (time constant about 0.05 set) linear surface Reeder thermopile 
designated R-9371when it was scanned by a fine line (width about 0.25 mm) of 
incandescent lamp flux (set at right angles to the long dimension of the receiver) 
and moved slowly lengthwise with the thermopile.* For figure 1 the dc output of 
the thermopile was measured with a nanovoltmeter. For figure 2 the light beam 
was chopped at 13 cps and the thermoelectric output was amplified by a COR- 
ventional 7-10 cps tuned ac amplifier, then rectified by means of a diode (6H6) 
before feeding into a standard strip chart recorder. Tracings taken with the 
light beam chopped at other frequencies from 7 to 16 cps differed by little from 
those shown in figure 2. 
Now if we take thermopile No. R-9371 and, employing a synchronous-rectifier 
amplifier setup, make a number of changes in the chopping rate or phase synchro- 
nization of the chopper blade commutator, so.ne interesting effects occur.Figure3 
shows the effect of change of chopping frequency between 7 and 16 cps with the 
chopper blade commutator set at 20", for which the response was maximum for a 
frequency of 13 cps when the entire thermopile area was uniformly irradiated (at 
a relatively low flux) by a heated silicon carbide rod through an intervening 
narrow-band interference filter. However, for some reason the maximum readings 
are shifted to the 10 cps curve or from 20" to near 50" (see figures 4 and 5). In 
this case a relatively high flux is employed (the total flux from a 500-watt lanp 
at about 50 cm) over the narrow irradiated area of the thermopile. 
The twelve curves in figures 4 and 5 illustrate the effect of changing the 
phasing of the chopper blade relative to the synchronous rectifier commutator.In 
all cases the chopper frequency was set at 13 cps and for successive curves the 
blade was simply advanced 30". It is noted that as we go through the twelve 
chopper positions the signal changes from a maximum (near 50") through zero to 
a reversed maximum (near 230") and then returns (again) through zero to its origi- 
nal value as the chopper blade is rotated through 360". Thus as may have been 
expected the signal traces through a sine shaped curve for each element of the 
receiver surface (and as may be observed curves differing by 180" are mirror 
images). 
In the use of the synchronous-rectifier amplifier the proper blade setting 
for a particular thermopile or thermocouple is the position for maximum response. 
This angular setting has been found to differ from detector to detector (1) and 
over the surface of a particular detector. The angular position for maximum re- 
sponse appears to be closely related to the time constant of the detector, as is 
----- -- 
Whe thermoelectric detector was mounted with its receiving surface perpendicular 
to the flux beam on a motor driven carriage immediately back of a fixed narrow 
slit. The carriage was moved horizontally (with the slit vertical, and the de- 
tector with its long dimension horizontal) by means of a synchronous-motor gear- 
and-screw drive at a speed of l/12 inch per minute. This corresponds to a de- 
tector movement or scanning rate of l/48 inch (0.021 inch or 0.53 mm) per abscissa 
scale division on figures 1 to 5 since the scanning time for each scale division 
Was 15 seconds. 
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to be expected . The correct angular setting for a particular detector may vary 
with the character (wavelength, intensity and uniformity) of the irradiance as 
indicated above and reported in greater detail elsewhere (1). Since the synchrcr 
nous-rectifier amplifier is highly sensitive to phase changes within the signal, 
any signal delay resulting because of coating thickness, variation in the depth 
at which most of the radiation is absorbed, or in the time of heat conduction 
through the receiver element to the thermal junction, will be reflected in the 
magnitude and polarity of the recorded value. 
The spectral response of blackened thermal detectors depends upon a number of 
factors, but probably most of all upon the "blackness" of the coating employed. 
When a detector study at the National Bureau of Standards was initiated, no 
standard in this area existed. However, at present the nearest approach appears 
to be a conical cavity (2,3), one of which is shown diagrammatically in figure 6. 
Thi.s is constructed in the form of a cone of small angle and coated with carbon 
or other black on the inside surface. To reduce heat capacity and thereby 
increase response rate the cone is made of the thinnest gold foil having. suf- 
ficient strength to insure adequate support under laboratory conditions (i.e., 
about 2 microns thick). Along the outside fold of the foil of the unit illus- 
trated several wires are connected (or attached) serving the double duty of 
supporting members and thermojunction connectors. Thus two or more thermo- 
junctions are wired in parallel (or series) resulting in reduced electrical 
circuit resistance (or higher voltage) and more rapid thermoelectric response. 
Smoked-on camphor black has been found to be superior to carbon black or gold 
black. Since cavity detector No. 3 coated with camphor black is spectrally 
"flat" or neutral relative to that of a flat receiver coated with Parsons' black, 
at least from the vltraviolet to about 20 microns, and since measurements reported 
by others (4) indicate that Parsons' black coated thermopiles are spectrally"flat" 
to beyond 20 mi.crons, there is reason to believe a cavity detector coated with 
camphor black is non-selective with wavelength over this spectral region. 
When comparisons of the spectral response of a thermopile with cavity de- 
tector No. 3 were made both were placed in a metal box which in turn was 
mounted on an optical bench (see figure 7). It was then possible to alternate- 
ly position each detector in a spectrally-narrow beam of flux. Isolated energy 
bands (distributed uniformly from 0.25 to 20 microns) were obtained through the 
combination of about 30 narrow band-pass interference filters and various light 
sources. Response ratios were taken for the different detectors relative to 
NBS cavity detector No. 3 at different wavelengths. All commercial thermopiles 
we have compared with this cavity detector (except those coated with Parsons' 
black) show decreases in response at the longer wavelengths relative to that in 
the ultraviolet and visible spectrum. Figure 8 shows the relative spectral re- 
sponse of an Eppley carbon-black (round disk) surface thermopile as compared 
with our standard No. 3 cavity detector. Other carbon-black units had similar 
response curves. 
In figure 9 is illustrated the spectral response of the Reeder linear sur- 
face gold black coated thermopile referred to previously. These data were ob- 
tained by measuring the dc output of each detector through the use of the 
nanovoltmeter for the dc curve. For the other two sets of data the same dc am- 
plifier was employed with the cavity detector. But for the Reeder No. R-9371 
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detector the radiant flux was chopped at 13 cps and the thermoelectric outputs 
evaluated through the use of the synchronous-rectifier amplifier, or by means 
of a conventional low-impedance input ac thermopile amplifier. All of the data 
for the three instrumentations are in relatively close- agreement. However, in 
some earlier measurements (5) wherein the flux incident upon both detectors was 
chopped some apparent spectral differences were noted, especially for heavily 
coated detectors when the synchronous-rectifier amplifier was employed. 
The spectral response data illustrated in figures 8 and 9 refer specifical- 
ly and only to the receiver areas of the two thermopiles under examination since 
the element housing was covered by a highly reflecting metal diaphragm (or 
shield) which excluded the entry of any flux onto or around the receiver element 
except that in the direct beam incident upon the receiver itself. This pro- 
cedure was found necessary because the types of construction employed in the 
manufacture of most thermopiles and thermocouples not only permits the entry of 
direct flux around the receiver element but also allows the reflection and re- 
radiation of flux incident upon the thermopile case or housing to also fall upon 
the receiver element. This effect is well illustrated by the performance of 
Eppley thermopile No. 5254 as illustrated in figure 10. This is an 8-junction 
circular surface thermopile (receiver diameter 3/8 inch) coated with lamp black 
and mounted in a heavy brass housing with conical entrance aperture also coated 
with lamp black. When set up (as supplied) in an undiaphragmed beam of uniform 
flux, radiant energy not only completely covers the receiver element, but en- 
circles the element in a narrow ring, and irradiates the inside of the conical 
aperture. Some of the flux in the latter two areas eventually reaches the 
receiver (also possibly the cold junctions) after reflection or re-radiation 
thereby modifying the spectral response of the thermopile. Curve A represents 
the relative spectral response of this thermopile employed in this manner. 
Curves B and C were obtained when diaphragms were placed over the interference 
filters (mid-way between lamp and detector) thereby partially eliminating the 
extraneous radiant flux. Curves D and E were obtained when the diaphragms were 
placed directly over the thermopile case thus completely eliminating the flux 
not directly incident upon the receiver element. Hence, the spectral response 
of a thermopile may also be affected significantly by the type of mounting (or 
housing) employed. 
2. Photomultipliers 
Much has been written on photomultipliers and their use in the precise 
measurement of radiant flux (6,7,8). The fact that the dark current character- 
istic may be a problem in dc measurements is well established as is also that 
noise increases greatly with temperature and as the sensitivity is extended to 
longer wavelengths. To minimize these effects in the present investigation only 
those multipliers having their sensitivity confined to the ultraviolet and vis- 
ible spectral regions are considered. Representative of this group of detectors 
are the RCA lP-28, the ASCOP 5418-05 and EM1 types 6256B and 9592B. Each has a 
type S-5 sensitivity or a surface of similar character (see figure 13). Their 
responses may be expected to be linear only within specified voltage and cur- 
rent limits. Their sensitivities may be adjusted over wide ranges by varying 
the applied voltage; but this has the disadvantage that slight voltage fluctu- 
ations produce erratic results. Hence, in accurate radiometric work, the high 
voltage power supply must have a stabilized voltage supply. 
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An additional characteristic of all photomultipliers examined is their 
variation in sensitivity over their surfaces. This may result in part from 
optical imperfections in the multiplier window. The window effect was found to 
be large with an EM1 cell type 9592B. But the character of the cathode surface 
primarily .controls this factor. In figures 11 and 12 are shown the variations 
in sensitivity of two photomultipliers (an RCA lP-28 and an ASCOP 541A-05 when 
a narrow beam of monochromatic flux from the exit slit of a spectrometer is 
scanned across their cathodes*. Measurements on these multipliers at different 
wavelengths resulted in similar curves. However, some multipliers have been 
found to vary significantly in spectral sensitivity ( 5) over their cathode 
surfaces. 
3. Phototubes 
Since phototubes and photomultipliers are basically the same as regards 
cathodes much of the above discussion also applies to phototubes. Hence, their 
best use in this project applies principally to the ultraviolet and visible 
spectrum with the type S-4 or S-5 surface tubes. The RCA-type 935 is a repre- 
sentative tube of this class (see figure 14 for a typical spectral response 
curve) and has been found to be extremely useful when the higher sensitivity of 
the multiplier is not required. Furthermore, use of a vacuum phototube elimin- 
ates the need for a carefully controlled high voltage supply. In its use, 
however, some problem is involved in eliminating the shadow effect of the anode. 
This is illustrated in figure 15 in which a crosswise scanning of the cathode 
sensitivity of a typical type 935 tube is displayed. 
4. PbS Cells -- 
No attempt will be made to cover all the characteristics of PbS cells. 
Much data may be found elsewhere (6,9,10,11,12) on this subject. They vary not 
only in spectral sensitivity but also in sensitivity over their receiving sur- 
faces. Figure 16 illustrates a typical spectral response curve for one of these 
cells. Figures 17 and 18 illustrate variations in sensitivity over the surface 
of a particular cell as it is scanned crosswise and lengthwise by a narrow beam 
of monochromatic flux. It is noted that for this cell a higher sensitivity is 
--- -.. 
* To obtain the data on the variations in sensitivity of the various photo- 
electric detectors illustrated in figures 11, 12, 15, 17, and 18, the vernier 
screw incorporated for adjusting the horizontal detector positions was driven 
by a 1 rpm synchronous motor so that each detector moved across the exit slit 
of the monochromator at a very slow rate. For all the detectors except those 
of figure 12 the vernier screw had 20 threads per inch and the resulting detect- 
or movement was l/20 inch per minute. This corresponded to l/80 inch (0.0125 
inch or 0.32 nnn) movement along (or across) the detectors per abscissa scale 
division in figures 11, 15, 17, and 18. The movement in figure 12 was about 
four times this value, resulting in a greatly compressed curve. 
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obtained (contrary to expectation) when the flux line is set at right angles to 
the line joining the two electrodes. 
In the present investigation the PbS cells have been enclosed and hermeti- 
cally sealed in massive brass cylinders having quartz glass windows in order to 
eliminate the short term effects of temperature and humidity changes. To elim- 
inate the effects of variation of "dark" current and amplifier drifts the 
measurements are made with the flux beam chopped at 510 cps and the PbS cell 
output amplified through the use of a special tuned amplifier (13), which will 
be discussed in greater detail later. 
III. RADIOMETRIC STANDARDS 
The investigation of instrumentation for use in measuring the output of 
solar simulators has included the use of radiometric and photometric standards. 
Primary among these is the standard of spectral irradiance (2, 14). But also 
included are those of spectral radiance (15), total irradiance (16-19) and lum- 
inance (20). All are based upon the radiance of a blackbody as defined by the 
Stefan-Boltzmann and Planck laws of radiation and their accuracy is dependent 
upon the validity of these laws and the care with which the various transforma- 
tions have been made (see references 2, 6, and 11-16). 
1. Standard of Total Irradiance 
The NBS standard of total irradiance consists of a carbon-filament lamp 
operated at a temperature around 1600 to 2200'K. At these temperatures most of 
the irradiance falls between the wavelengths of about 1 and 3 microns. This 
standard was set up through comparisons of the irradiances from a group of lamps 
with the irradiance from a blackbody (16, 17). For this work the blackbody 
temperature was usually set at approximately 1400'K and a thermopile heavily 
coated with lampblack was employed as detector. Such a heavily coated thermo- 
pile has been found to be approximately uniform in sensitivity with wavelength 
between the visible and about 3 microns in the infrared, and hence will give an 
acceptably accurate evaluation of an 1800'~ lamp filament in terms of a 1400'K 
blackbody. Our recent reviews of detectors substantiate the validity of the 
earlier measurements in this area, so that the carbon-filament lamp standard of 
total irradiance is an adequate standard for use in the calibration of properly 
blackened thermal detectoss over the range from a few microwatts to several 
hundred microwatts per cm . To cover higher ranges of irradiance, work is in 
progress toward setting up a second?ry standard yielding an irradiance approxi- 
mating 100 to 150 milliwatts per cm . 
2. Standard of Spectral Radiance 
Two standards of spectral radiance have been set up to cover the region of 
0.25 to 2.6 microns (see figure 19). These were set up independently through 
the use of two blackbodies having temperatures of about 2200 to 2600°K, and 
1400°K, respectively. This work has been described in detail elsewhere (15). 
One of the setups employed is shown in figure 20. The experimental work consist- 
ed of alternately allowing the radiation from the blackbody (set at a specific 
temperature) and the lamp (set at a specific current) to enter a spectroradio- 
meter after being focussed onto the entrance slit by the same optical system, 
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and measuring the relative radiances of the two sources at selected wavelengths. 
For the system illustrated the wavelength range was 0.25 to 0.75 micron, and a 
lP-28 photomultiplier was used as the detector. A supplementary set-up consist- 
ing of similar optics and electronics and a 14OO'K blackbody covered the spect- 
ral range of 0.5 to 2.6 microns. In this case an.Eastman Kodak PbS cell, 
supplemented by an RCA 7102 photomultiplier, was employed as detector. Thus 
the spectral radiances of two groups of strip lamps were evaluated in terms of 
the two blackbodies at specific temperatures as defined by the Planck law of 
radiation. Although set up independently, the two standards are in close agree- 
ment over the common spectral range of 0.5 to 0.75 micron. The two standards 
are simply combined in one strip lamp set at a single current (35 amperes) to 
cover the complete range from 0.25 to 2.6 microns. 
3. Standard of Spectral Irradiance 
The experimental work connected with setting up the standard of spectral 
irradiance (see figure 21) offered an opportunity to check the agreement between 
the existing standards of spectral radiance, total irradiance, and luminous in- 
tensity. Although consideration was given to setting up this new standard 
directly against a blackbody, a number of difficulties involved in that proced- 
ure led us to set it up through comparisons with the standards of spectral 
radiance supplemented by measurements against the standards of total irradiance 
and of luminous intensity, all three of which had been established through direct 
comparisons with the radiances from blackbodies at specific temperatures. This 
work is described in detail elsewhere (2). The results indicated close agree- 
ment between these standards, in some cases to 1 percent and certainly in all 
cases to within a few percent. Hence, all the NBS standards in this area are 
based upon the radiance of the blackbody as defined by the Planck and Stefan- 
Boltzmann laws of radiation. 
The original standard of spectral irradiance as described in reference 2 
is a 200-watt coiled-coil tungsten-filament quartz-iodine lamp. Recently, this 
has been supplemented by a similar lamp of lOOO-watt (120 volt) commercial rating. 
The new standard was set up through comparative measurements of the 200-watt 
quart-iodine lamp reference standards and a group of lOOO-watt quartz-iodine 
lamps using an integrating sphere at the entrance slit of the spectroradiometer 
for the ultraviolet and visible regions of the spectrum with the output signals 
evaluated through the use of dc instrumentation. In the infrared the same inte- 
grating sphere was employed, but the instrumentation was the photoelectric filter 
spectroradiometer (described in a later section of this report) with the output 
signals measured through the use of the 510 cps tuned amplifier and an ac VTVM. 
Check measurements on several lamps against the NBS standards of luminous in- 
tensity indicated very close agreement between the two standards. 
The spectral data for three of the new lOOO-watt tungsten-filament quartz- 
iodine lamps (set up as working standards) are given in table I. These data 
are for a distance of 50 cm when the lamps are operated at 8.30 amperes. It was 
ascertained that the inverse-square law applied between 50 cm and 100 cm, 'so 
that these values may be employed at any reasonable distance beyond 50 cm. Small 
corrections may be required when the lamps are operated at lesser distances. 
The mean spectral values for the three lamps are also tabulated in table I for 
use in establishing the effective transmission character of the filters employed 
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in the filter spectroradiometers described in a later section of this report. 
IV. INSTRDMRNTATION AND METHODS OF SOLAR SIMULATOR 
MEASUREMJZNT 
Under this heading we shall discuss only those instruments and methods that 
we have examined that are considered to have some potential value in connection 
with solar simulator measurements. First of all, a semi-portable type of equip- 
ment appears as a prime requirement. Hence, compactness is at a premium, and 
cost is a secondary consideration - but also important since there are many sim- 
ulators located in various laboratories to be measured or monitored. Second, 
but of great importance is that of accuracy of measurement. This is triply 
difficult since the radiation from the solar simulator not only differs from 
that of the standard lamp in spectral quality and intensity but also in appar- 
ent size of source. All these factors and others, in particular detector char- 
acteristics, must be taken into account in the choice or design of equipment and 
methods of measurement. Three systems are described, one of which employs more 
or less conventional spectroradiometric equipment and two of which employ filter 
spectroradiometers. 
1. The Spectroradiometric Method 
In order to measure the spectral distribution of radiation over the solar 
spectral region (0.30 to 2.5 microns) the minimum requirement in the instru- 
mentation is the incorporation of a double monochromator (13). With the spec- 
tral range extended to the region of 0.25 micron the problem of scattered 
radiation becomes more difficult by a factor of at least 10 (see table I), since 
the available standards have an emission at 0.25 micron only one-tenth that at 
0.30 micron. The spectral intensity of the solar simulator can also be expected 
to be at a lower level at 0.25 micron. Hence, the instrumentation chosen must 
have very low scattering of radiation of other wavelengths into this spectral 
region. The underlying principles of grat.ing and prism instruments rule in 
favor of the prism on several counts. First of all the action of a grating de- 
pends upon scattering resulting in the loss of a lot of flux. Then there is the 
problem of multiple orders of spectra, ghosts, and other erratic phenomena as- 
sociated with gratings. Finally, there is the difficulty of satisfactorily 
extending the data over the full spectral range with a single grating. These 
difficulties can easily be averted through the use of good optical-quality prisms 
(in this case quartz). Hence, our choice has been a double-quartz-prism spec- 
troradiometer. 
a. Monochromator 
Double-prism spectrometers are available from a number of sources, although 
complete spectroradiometers are not readily obtainable from any manufacturer, 
domestic or foreign. For compactness, portability, economy and adaptability for 
use over wide spectral regions through the choice of prisms, the Carl Leiss 
double monochromator was selected as the basic unit in the conventional spectro- 
radiometer instrumentation for the measurement of the spectral irradiance of 
solar simulators. The optical layout of this instrument, together with the 
various auxiliary components forming the complete spectroradiometer are shown in 
figure 22. Quartz prisms have been selected to cover the spectral range of 0.25 
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to 2.6 microns. 
This double monochromator contains front surface aluminized mirror optics 
making it'possible to operate over an extended wavelength interval (limited 
only by the prism material) without change in focus or mechanical slit width. 
The resolving power of this instrument is relatively high - above any present 
requirements in solar simulator measurements - and the energy output has a high 
spectral purity and high degree of freedom from scattered radiation. The in- 
strument is extraordinarily compact and light in weight making it easily adapt- 
able for mounting on an optical bench (a light duty lathe bed). This require- 
ment is important to permit rapid change in observations between solar simulator 
and standard lamp. Previous use of this instrument on lathe beds in this and 
other laboratories (15, 21) had proven the advantage of this system. 
In this instrument a single wavelength drum is geared with linkage controls 
which rotate the two prisms thus making possible a slow continuous scan through 
the spectrum. A 3-speed reversible synchronous motor drive has been constructed 
and geared to the wavelength drum. During each revolution of the wavelength 
drum three unevenly-spaced contacts built into the mechanical drive produce 
wavelength index marks on the recorder chart. The other auxiliary components of 
the spectroradiometer are discussed under the following captions. 
b. Detectors 
In order to cover the full spectral range from 0.25 to 2.6 microns 
efficiently at least two photoelectric detectors are required. As a result of 
the studies on detectors discussed above, a high sensitivity, low noise, photo- 
multiplier was chosen to cover the ultraviolet and visible spectral ranges. An 
Eastman Kodak PbS cell (0.5 or 1.0 x 1.0 cm) was selected to cover the visible 
and infrared spectral regions. One detector of each type was mounted on an 
adjustable table so that by means of a screw either could alternately be brought 
into proper horizontal position back of the spectrometer slit after the detector 
box (housing) was mounted on to the instrument and adjusted for correct vertical 
position. The correct position for each detector was found by setting it for 
maximum deflection at the wavelength of maximum instrumental output. This pre- 
caution eliminates errors that might result from the small wavelength range 
within the exit light beam. Several pairs of detectors have been mounted in 
this manner. Among the different types of photomultipliers employed are the 
ASCOP 541A-05, the RCA lP-28, and the EM1 6256B and 9592B. Variations in sensi- 
tivity across the surfaces of some of the detectors are illustrated in figures 
11, 12, 17, and 18. 
C. Diffusing Optics 
In the measurement of the spectral irradiance of a source the character- 
istics of both the detector and the monochromator employed are highly important. 
Primary among these characteristics are uniformity of sensitivity over the de- 
tector surface and uniformity of transmittance over the full aperture of the 
monochromator if the instrumentation is to be employed in the conventional man- 
ner without diffusing optics. However, as noted above, no available detector 
meets these requirements. Nor is there a monochromator manufactured anywhere 
that meets these specifications. The spectrum produced is distorted in a 
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number of ways, especially in a double monochromator. Not only are certain 
regions of the spectrum more compressed than others, but there are polarization 
effects, selective absorption, mechanical defects of spectral drive between the 
two sections of the instrument, imperfect optics, imperfect achromatism, scat- 
tered radiation, and possibly other effects which .result in the flux beam at the 
exit slit emerging in an uneven pattern covering an area much larger than the 
first and second defining slits of the instrument. 
When consideration is given to the large variations that may exist over the 
surfaces of detectors, coupled with the non-uniformity of the emergent beam of 
the spectroradiometer, the direct comparison of sources spectroradiometrically 
becomes very difficult. For example, with one detector, source A may appear to 
have several times the intensity of source B at a set wavelength. With a 
change of detector (or even with a resetting of the original detector) a new 
measurement may indicate just the opposite - that source B has several times 
the intensity of source A at the set wavelength. Even with very careful optical 
adjustments using two similar sources (two lamps of the same type and size) 
errors of 50 to 100 percent may occur. With sources of unlike size and shape 
accurate comparisons are impossible by direct radiometric comparison without 
auxiliary equipment. 
Accurate comparisons between like sources (two lamps of the same type for 
example) may be made spectroradiometrically without diffusing optics by the use 
of detectors having surfaces of uniform sensitivity provided each lamp is set 
to irradiate the spectroradiometer in exactly the same way. This may be accom- 
plished simply through the use of identical auxiliary optics as shown in figure 
20 in radiance measurements on uniformly emitting surface sources, but in ir- 
radiance work the difficulty is greater. Even the small differences in fila- 
ment shapes between two lamps of the same type may be sufficient to upset the 
measurements by many percent. However, in practice the two lamps (of similar 
type) may be individually set at the optimum position by observing the radio- 
metric deflection and setting each of the lamps (individually) at the position 
for maximum reading after the detector has been mounted with its position of 
maximum sensitivity centered on the slit and the wavelength drum of the spectro- 
radiometer has been set for peak response for the particular lamp and detector. 
With these precautions two similar sources may be compared accurately, the same 
results being obtainable with different detectors. 
But when the sources are different - as will usually be the case with an 
unknown source being measured in terms of a standard - the results will depend 
greatly upon the experimental set-up. With radiance measurements, the results 
will simply be relative for a particular area of the unknown - as for example - 
a limited section of the arc between the electrodes of a xenon arc. Such a re- 
sult is of little value for most purposes. A more meaningful measurement must 
include the entire source, and will usually require that it be made in terms of 
irradiance. Since the two sources, the standard and unknown, are of different 
geometrical shape and area as viewed from the spectroradiometer slit, some.op- 
tical method must be included to produce like sources as seen from the spectro- 
meter. This can best be accomplished through the use of a diffusing sphere 
which is alternately irradiated by the two sources. This is not a new idea (22- 
26) but one which is often by-passed if sufficiently useful information can be 
had without resorting to its use. For a sphere coating, MgO offers good 
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reflectance from about 0.25 to 1.6 microns (27-29). At wavelengths longer than 
about 1.6 microns, metallic surfaces are probably best. Some of the ceramics 
appear promising if methods of coating or casting can be worked out. In lieu 
of spheres, for approximate or relative spectral measurements, good diffusing 
plates (transmitting or reflecting) may be employed. Such a plate should be 
set such that the diffusing surface receives and reflects or transmits the rad- 
iant energy in the same manner in the two cases. 
In figures 23 and 24 data are given showing what may be expected through 
the use of certain (reflecting) diffusing,surfaces used inside spheres, or as 
flat plates. Our search of the literature has revealed nothing better than 
these materials for this purpose. Transmitting diffusers were eliminated from 
use because the available information indicated their angular distributions to 
be unsatisfactory. 
In figure 23 is shown the relative spectral response curve obtained over 
the lead sulphide region when a lOOO-watt tungsten-filament quartz-iodine lamp 
is placed 12 inches from a 4" sphere coated with MgO, a 4" roughened sphere 
with an evaporated gold coating, a MgCO 3 block, and a MgO ceramic disk. For 
each curve the sensitivity of the PbS detector, the spectral irradiance from 
the lamp, and the monochromatic parameters remained constant. Therefore, the 
curves give an indication of the relative spectral efficiencies of the diffusers 
for their combined instrumentation, detector and source. 
Similarly, figure 24 shows the results when the same procedure is followed 
for three of the four diffusers from 0.25 to 0.8 micron. In this case an EM1 
9592B photomultiplier was the detector employed. The resolution of the mono- 
chromator for this work ranged from about 1.5 nm at 0.3 micron to about 8 nm at 
1.5 microns. 
MgO as smoked on to the inside of a sphere is highly fragile, but with care 
its use is quite satisfactory for wavelengths shorter than about 1.5 or 1.6 
microns. At longer wavelengths a sphere first blasted with small glass shot 
(diameter about 0.0017 to 0.0029 inch) giving a depth of roughness of around 
100 microinches and then coated with evaporated gold (twice the opaque thickness) 
has been found superior. A coating of BaS04 was found to be roughly equivalent 
to that of MgO in reflectivity. 
M&O3 in block or plate form and used as a flat reflecting surface has a 
high efficiency through most of the solar spectral region. It shows some drop 
in the ultraviolet and in the infrared, however. A ceramic disk cast of MgO 
approximates the efficiency of MgC03 in the ultraviolet and visible but is su- 
perior in the infrared spectral region. The ceramic disk is furthermore much 
more rigid and can be handled with less care without damage. 
As indicated in figures 23 and 24 the efficiency of a flat plate diffuser 
is about 10 times that of the best integrating sphere. It has other disadvant- 
ages, however, which over-rule its use. Distance measurements from the plate 
diffuser to the standard are indefinite. Also since in the solar simulator 
measurements the standard must be placed in close proximity to the spectroradio- 
meter, this error may amount to several percent. Furthermore, the use of screens 
to reduce solar simulator irradiance to near that of the standard offers 
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problems as does also the proper equivalent shielding of the reflector block 
for both the standard lamp and the solar simulator. Because of these difficul- 
ties we have chosen and recommend the use of the integrating spheres in solar 
simulator measurements. 
Calculations indicated that for use with an instrument having an aperture 
approximating that of the Carl Leiss monochromator, the most efficient inte- 
grating sphere size was of the order of 3 to 4 inches in diameter (31). Tests 
were accordingly made with the two sizes (3" and 4") and it was found that for 
this instrumentation the two were roughly equally efficient. Since the 4-inch 
sphere was at the time more readily available and it offered a larger reflecting 
surface, hence should produce less error because of small inequalities in re- 
flectivity, that size was chosen for use in this project. 
d. Method for Obtaining Equivalent Flux 
Although the lOOO-watt quartz'-iodine lamp has been made available for use 
as a standard of spectral irradiance (and has an output of approximately 5 times 
that of the 200-watt lamp), in the majority of cases a large difference in the 
radiant intensity between the standard lamp and the solar simulator sources ex- 
ists. This "intensity gap" between the two sources can range up to a few orders 
of magnitude and will usually vary considerably with wavelength. Unless the 
more intense source is attenuated by a known amount so that the energy falling 
on the detector is roughly equivalent for both the standard and the test source, 
a very difficult linearity check over a few orders of magnitude must be per- 
formed on the detector instrumentation. In our case it was found more efficient 
to attenuate the radiant flux by a known amount than to accurately determine the 
linearity characteristics of the instrumentation. Although a number of differ- 
ent methods of attenuation are available, we have found the use of neutral 
density screens to be very satisfactory. These screens (3" x 3") are positioned 
directly over the opening of the cylindrical radiation shield by sliding the 
screens into a set of grooves mounted on the front face of the shield. When re- 
quired it is then possible to easily replace one calibrated screen with another. 
The transmittances of the attenuating screens are determined through the 
use of a set of sector disks calibrated by the Length Measurement Section at 
NBS - with the screens positioned exactly as used. Previous experience with 
sector disks has proven the validity of using these disks in conjunction with 
the particular electronic equipment employed in this calibration. To ascertain 
that a "neutral density screen" is in fact uniform in transmittance with respect 
to wavelength, the relative spectral transmittance of each screen was measured 
by using a Cary 14R spectrophotometer. It is possible to obtain screens of this 
type which have transmittances as low as one percent. 
e. Amplifiers and Power Supplies 
The use of integrating spheres at the entrance slit of the spectroradio- 
meter reduces the flux entering the monochromator by a factor of about 1000. 
This means that severe requirements are to be placed upon the electronics of the 
system. Phototubes and thermopiles are too insensitive and need no further 
consideration for use in this instrument. Only photomultipliers are adequate 
for use in the ultraviolet and visible regions of the spectrum, and these 
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require the best available power supplies and amplifiers. Various systems were 
reviewed or tried out. Best results to date have been obtained by using either 
a pica-ammeter in dc operation or, with chopped signals, a special custom-built 
510 cps ac amplifier (described in some detail elsewhere (13). This amplifier 
is not commercially available but may be easily constructed by using 5 to 10 
percent tolerance electronic components. A circuit diagram of it (incorporating 
a few minor improvements over that shown in reference 13 for use with a 935 
phototube) is given in figure 26. For use with PbS cells or photomultipliers 
the switch marked "S" is simply moved to the closed position. The 510 cps 
tuned amplifier is superior to the dc instrument in relation to errors because 
of dark current - and since it is a more rugged instrument it has been chosen 
for use in this project - unless tests on new tuned lock-in amplifiers (32, 33) 
now under study indicate the latter instruments to be superior. Preliminary 
tests of several new models in this area indicate great improvement in signal 
to noise ratio. 
For use in the infrared spectral region between about 0.7 and 2.6 microns 
an Eastman Kodak PbS cell has been found the most suitable of the detectors 
studied. Its sensitivity is, however, lower than desired for highest accuracy. 
Because of its high dark currents only ac operation is satisfactory. The same 
510 cps tuned amplifier is employed with this detector. As previously noted, to 
keep dark current effects at a minimum, we have enclosed each of the PbS cell 
detectors within a massive hermetically sealed brass cylinder which keeps the 
humidity constant and greatly attenuates temperature changes within the element. 
f. Recorders and Wavelength Drives 
The problem of recorders has been completely solved by the manufacturers 
except for the design of suitable input networks to match the output of the 
electronics in impedance and voltage. For use with the 510 cps amplifier a 
standard 6 millivolt dc recorder simply required a 100 to 1 step-down potentio- 
meter and filter network. If desired, however, the data may be taken directly 
from the dial of an ac VTVM. In recording, when the picoammeter was used, the 
same input network worked satisfactorily. 
As indicated above, contacts built into a three-speed reversible wave- 
length drive energize signals within the 510 cps amplifier (see figure 26) to 
give indications on the strip chart record at specific wavelengths. These 
wavelengths are determined through calibrations employing mercury and other arc 
sources such as argon, neon, krypton and cesium. Three speeds (forward or 
reverse) permit scanning the spectrum at rapid, medium, and slow rates as may 
be required by the type of spectrum or degree of structure required. 
2. Filter Spectroradiometric Methods 
Two filter spectroradiometric methods have been investigated, namely, 
photoelectric and thermoelectric. Both employ the same type of interference 
filters. In the photoelectric method wherein phototubes and PbS cells are 
employed the solar simulator is simply compared, wavelength by wavelength, with 
the lOOO-watt tungsten-filament quartz-iodine lamp standard of spectral irradi- 
ante. This method eliminates the need for a knowledge of the absolute sensi- 
tivity of the detectors or the transmittance of the filters, except for their 
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relative spectral characteristics. In the thermoelectric method, thermopiles 
(or thermocouples) having known spectral sensitivities are calibrated in terms 
of a standard of total irradiance. In this method the absolute transmittances 
of the filters are required also. 
a. Photoelectric Filter Spectroradiometer 
The photoelectric filter spectroradiometer (see figure 25) consists of 36 
interference filters, a phototube (type RCA 935 or equivalent), and a PbS cell 
in a housing of the type described above for use with a monochromator and sim- 
ilarly arranged on an adjustable table so that either detector may be placed in 
proper position by a vernier control. The thirty-six filters are mounted at 10" 
intervals on an aluminum disk which is rotated by a 36-position T-V antenna 
rotor. A spring and cam arrangement insures that each filter is precisely pas.: 
itioned before the detector each time the disk is rotated. A particular filter 
is chosen by simply setting the rotor control box dial. However, in this part- 
icular mechanism all settings must be made by moving the dial in a clockwise 
direction (or counter-clockwise if desired). In order to eliminate stray radi- 
ation the entire instrumentation is enclosed in a light-tight box. To facilit- 
ate alternate measurements on the solar simulator and standard lamp, the entire 
instrumentation is mounted on an optical bench and arranged for rapid inter- 
change of position between the two sources. We have found a lathe bed with end 
stops set at operating positions highly satisfactory for this instrumentation. 
To conserve space we have mounted this instrument on the same lathe bed over 
the spectroradiometer. 
While it may not be necessary to use an integrating sphere in this 
instrument, such use is to be recommended since small errors in measurement 
result because of variations in detector surface sensitivity and aperture effects, 
and because of difficulties in ascertaining the true distance to the detector 
itself and in attenuating the solar simulator beam relative to that from the 
standard lamp. A MgO coated sphere has accordingly been incorporated into the 
instrument. Although its efficiency for wavelengths longer than about 1.6 
microns falls below that for the gold sphere, it is nevertheless satisfactory 
since relatively high fluxes are transmitted through the interference filters 
at these wavelengths. 
The electronics employed in this filter spectroradiometer consist of a 
duplicate 510 cps amplifier and a Ballantine ac VTVM. The RCA-935 phototube 
and Eastman PbS cell have sufficient sensitivity for obtaining strong signals, 
relatively free of noise since the interference filters (produced by Optical 
Coating Laboratory and Thin Films Products, Inc.) employed are not only highly 
efficient in eliminating radiation outside the selected transmission bands, but 
have high transmittances within the narrow bands isolated. Representative 
curves for three of the filters are given in figures 27, 28, and 29. Wide 
band filters are also available (see figure 29). 
The "effective wavelength" for each of the filters employed, which depends 
not only upon the particular spectral transmittance of the filter but also upon 
the spectral energy distribution of the particular source and upon the spectral 
response of the particular photoelectric detector in use, is found as follows. 
First the spectral transmittance of the filter is carefully determined with a 
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Model 14R Cary spectrophotometer. This curve is characteristic of the filter 
and is used in the calculations regardless of the source or detector employed. 
In the photoelectric spectroradiometric method high accuracy is required only 
in the determination of relative values as a function of wavelength. However, 
since accurate absolute values are required in the thermoelectric filter spec- 
troradiometric method, the spectral transmittance measurements are made with 
great care (see figures 27, 28, and 29). Then the relative spectral response 
of each detector is determined and plotted through that spectral range in which 
it is employed. Next the data for the spectral energy distribution of the 
standard lamp are plotted in detail for the spectral region of transmittance 
for each filter. Finally, at close uniformly-spaced spectral intervals, pro- 
ducts of the ordinates of these three curves are taken and summed. The wave- 
length on the two sides of which these sums are equal is taken to be the effect- 
ive wavelength for each filter-detector-standard-source combination. Except 
for small corrections which may be required because of marked differences in 
spectral quality between the standard lamp and the solar simulator source under 
investigation these effective wavelengths are employed in obtaining points on 
the spectral solar simulator curves in terms of the standard lamp curve from 
the ratios of readings of the measured flux from the two sources. Any correct- 
ions are expected to be small or insignificant except in the vicinity of strong 
line or band emission since each filter covers a very narrow spectral region. 
In practice it may be difficult to obtain by spectroradiometric means the 
relative spectral response of the specific phototube or PbS cell employed in 
this work. Fortunately we do not have to determine the curve in this way. The 
relative spectral response can better be obtained by filter measurements (34-36). 
First, an.approximate spectral response is assumed, (see figures 12, 13, 14, and 
16). Then by employing the values for the spectral irradiance of the standard 
lamp (see table I) and the values for the spectral transmittance of the differ- 
ent filters (see figures 27, 28, and 29) comparisons are made between the 
calculated integrated responses and those observed when using the different 
filters. Absolute values need not be employed since only a relative spectral 
response curve is required. Hence, the observed reading at a set wavelength may 
be adjusted to an arbitrary scale value and the spectral response at other 
wavelengths evaluated by a trial and error method of calculation. The relative 
spectral responses of the particular photoelectric detectors employed having 
been obtained in this manner, they are ready for use in solar simulator measure- 
ments. 
b. Thermoelectric Filter Spectroradiometer 
This method is similar to that employed by Drummond et al (37) in that a 
thermopile (or thermocouple) calibrated by the use of a standard of total ir- 
radiance is employed as detector. The same set of interference filters as 
employed in the photoelectric spectroradiometer is satisfactory except that 
those filters which are not completely "blocked" in the infrared must be either 
eliminated or used with additional blocking. The total flux transmittances of 
these filters are relatively low, especially in the ultraviolet and visibie 
regions of the spectrum, thereby requiring high amplification of a thermo- 
electric signal. Use of wider bandpass filters is desirable for obtaining 
stronger signals, but results in poorer spectral resolution. 
of both the "spectrally flat" 
The combined uses2 
cavity detector (calibrated in volts per watt-cm 
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through the use of a carbon filament lamp standard of total irradiance) and a 
nanovoltmeter should give acceptable results. However, most of our effort to 
date has been directed toward the development of the conventional spectroradio- 
metric and photoelectric filter spectroradiometric methods of solar simulator 
measurement. 
V. SPECTRAL MEASUREMENTS ON A XENON SOURCE 
The comparison of similar lamps with either the conventional spectroradio- 
metric instrument or the photoelectric filter spectroradiometer is simple and 
has been made a routine laboratory process in the calibration of lOOO-watt 
tungsten-filament quartz-iodine lamp standards of spectral irradiance. However, 
when a source of a different type is examined additional problems are encounter- 
ed as indicated above. For illustration, in the present case a commercial 400- 
watt xenon arc lamp was set up and measured for spectral emission by using both 
instrumentations with the lamp set at two distances (60 and 110 cm). The 
standard lamp was placed at distances such that for a significant part of the 
spectrum the meter deflections were roughl:r equivalent. For those parts of the 
spectrum where the intensities were greatly different the higher intensity 
source was attenuated as indicated above. The data thus obtained for the 4000 
watt xenon arc lamp are (after adjustment for a distance of 1 meter) illustrated 
in figure 30. 
VI. CONCLUDING REMARKS 
In the foregoing paragraphs we have outlined the instrumentation and 
procedures covering three practical methods for use in the measurement of the 
spectral flux distribution of solar simulators. In developing the instrumenta- 
tion and methods we have made extensive studies of detectors of various types 
and have obtained a considerable amount of data of a type not readily available 
elsewhere on those detectors best suited for this type of work. Much considera- 
tion was given to detector characteristics in the choice of instrument design. 
Emphasis was placed upon those designs which are best suited for "field type 
operation" under conditions which might not always be what one would best like 
in the laboratory. An effort was made to minimize "dark current" or "instru- 
ment drift effects". Data were obtained on the spectral emission from a com- 
mercial xenon source proving the practical application of the instrumentation. 
In conclusion, for primary use we recommend the conventional spectroradio- 
metric method in which an integrating sphere is employed and the incident beam 
of flux is chopped, permitting ac amplification for the ultraviolet, visible 
and near infrared regions of the spectrum. For the infrared, preference is for 
use of the photoelectric filter spectroradiometric method. Hence, we recommend 
the use of the two systems - supplementary to each other. Furthermore, both 
instrumentations are relatively compact so that the complete equipment can be 
assembled upon a single laboratory table and moved about with little difficulty. 
The small size and weight of the photoelectric filter spectroradiometer permits 
it to be placed upon the prism instrument in operation, or as an independent 
instrument easily carried about or transported from laboratory to laboratory. 
It is hoped that with the dual instrumentation, measurements adequately 
accurate for use in solar simulator work will be obtainable, especially since 
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in laboratory measurements on relatively stable sources a precision of about one 
percent is achieved. 
The work reported here was supported in the major part by funds transferred 
from the National Aeronautics and Space Administration and from the United 
States Public Health Service 
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Table I. Spectral Irradiance of lOOO-watt Tungsten-Filament 
Quartz-Iodine Lamps in Microwatts per (cm2-nm) at 
a Distance of 50 cm When Operated at 8.30 Amperes. 
X,m QM-11 QM-12 QM-13 Mean 
250 
260 
270 
280 
290 
0.0189 0.0220 
.0340 0389 
.0582 :0650 
.0934 .103 
0.0207 
.0367 
0619 
: 0984 
0.0205 
.0365 
.0617 
.0983 
. 141 . 155 . 148 . 148 
300 .201 .221 
320 382 
350 :874 
-416 
,937 
370 1.34 1.43 
400 2.32 2.46 
.212 .211 
.402 .400 
914 
1:40 
.833 
1.39 
2.41 2.40 
450 4.51 4.76 4.68 4.65 
500 7.50 7.76 7.65 7.64 
550 10.8 11.2 11.0 11.0 
600 14.2 14.7 14.4 14.4 
650 17.5 18.1 17.8 17.8 
700 20.5 21.0 20.9 20.8 
750 22.5 23.1 22.9 22.8 
800 23.8 24.4 24.2 24.1 
900 24.6 25.2 25.1 25.0 
1000 24.0 24.6 24.5 24.4 
1100 22.4 23.0 23.0 22.8 
1200 20.4 21.0 21.0 20.8 
1300 18.4 18.9 18.9 18.7 
1400 16.5 16.9 16.9 16.8 
1500 14.6 14.9 15.0 14.8 
1600 12.9 13.1 13.2 13.1 
1700 11.3 11.4 11.5 11.4 
1800 9.80 9.90 9.98 9.89 
1900 8.49 8.59 8.62 8.57 
2000 7.33 7.42 7.45 7.40 
2100 6.39 6.50 6.50 6.46 
2200 5.69 5.72 5.75 5.72 
2300 5.04 5.10 5.14 5.09 
2400 4.56 4.60 4.64 4.60 
2500 4.18 4.19 4.26 4.21 
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Fig, 1. Lengthwise sensitivity variations of Reeder 5-junction gold black coated 
thermopile No. R-9371 for an incandescent lamp beam of flux with the 
output signal measured with dc instrumentation. 
I--.- ----- 
E Fig. 2. Same as figure 1 except that beam of flux is chopped at 13 cps 
and the output signal is measured with conventional ac instrumentation 
11111111111~~~~1~~~~~~~ lll lllllllllll llllll~ 
LINEAR SURFACE THERMOPILE NO. R-9371 
CHOPPER FREQUENCIES AS INDICATED 
LENGTHWISE SCANNING 
SYNCHRONOUS- RECTIFIER AMPLIFIER 
1 1 1 I I I I I I I I I I I L L I-1. Lb1 Ill - 
Fig. 3. Lengthwise sensitivity variations of Reeder 5-junction gold black coated 
thermopile No. R-9371 for an incandescent lamp beam of flux chopped. at 
7, 10, 13 and 16 cps respectively, with the output signal measured with 
synchronous-rectifier instrumentation. Chopper blade set at 20" (see 
figures 4 and 5) for all chopping frequencies. 
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LINEAR SURFACE THERMOPILE NO. R-937, 
CHOPPER AT INDICATED POSlTlONS 
LENGTHWISE SCANNING. 13 C,,s 
SYNCHRONWS-RECTIFIER AMPLIFIER 
I I I-I I I.1 I I I I I I I I I I I I I I I_ 
Fig. 4. Lengthwise sensitivity variations of 
Reeder 5-junction gold black coated 
thermopile No. R-9371 for an incan- 
descent lamp beam of flux chopped at 
13 cps with the output signal measured 
with synchronous-rectifier instrumenta- 
tion. The chopper blade was set at 
intervals of 30°. 
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LINEAR SURFACE THERMOPILE NO. R-9371 
CHOPPER AT INDICATED POSITIONS 
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Fig. 5. Same as figure 4. 
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RADIATION 
CAVITY RECEIVER 
k-6 mm 
’ HOT JUNCTIONS 
Fig. 6. Preliminary design of conical blackbody detector consisting of a formed gold foil cone 
blackened inside and having several thermojunctions attached (in series or parallel) 
along the single fold. 
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Fig. 7. Block diagram of filter spectroradiometer set up for use with chopper. The source, 
chopper, and interference (or other) filter remain fixed while the metal box containing 
the thennopiles is moved laterally along the (lathe bed) optical bench to a stop at each 
end, defining the exact optical position of each detector. 
-- 
5.40 
EPPLEY NO. 6246 vs CAVITY DETECTOR NO. 3 
’ iI_ 
5.20 I 
1 I 
4.6 0 
4.40 
4.20 
4.00 0 1 2 3 4 5 6 7 8 9 IO II I2 I3 I4 IS I6 17 18 
WAVELENGTH, MICRONS 
Fig. 8. Relative spectral response of a lamp black coated thermopile (Eppley No. 
6246) as compared with cavity detector No. 3. 
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Fig. 9. Spectral sensitivity of Reeder gold black coated thermopile No. R-9371 versus 
NBS cavity detector No. 3 as measured with dc instrumentation, with conven- 
tional ac instrumentation, and with synchronous-rectifier instrumentation. 
EPPLEY NO. 5254 vs CAVITY DETECTOR NO.3 
7.0 
6.8 
6.6 
6.4 
6.2 
I* 6.0 
4.8 
4.6 
4.4 
4.2 
4.0 
CURY-E-‘x- ND DIAPHRAGM- 
I FILTERS 1 
VE “C” E DIAPHRAGM ’ 
OVER FILTER! 
OVER THERMOPll 
0 2 4 6 8 IO 12 14 I6 18 20 
WAVELENGTH (MICRONS) 
Fig. 10. Spectral sensitivity of Eppley lamp black coated thermopile 
No. 5254 versus NBS cavity detector No. 3. The various 
curves illustrate the effect of the reflected (and/or re- 
emitted) radiant flux falling upon the thermopile aperture 
cone (also coated *with lamp black) and into the housing 
immediately around the receiving surface. This is an 
8-junction circular surface thermopile. 
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flux as indicated when the cathode is moved across the exit slit of a spectro- 
radometer. 
ASC.OP 54lA -05 
MULTIPLIER 
SCANNED CROSSWISE 
- 
EASTMAN PbS CELL 
SCANNED CROSSWISE 
Fig. 12. Variations in sensitivity of an Ascop type 54lA-05 photomultiplier and 
of an Eastman PbS cell for monochromatic light flux as indicated when 
their cathodes are moved across the exit slit of a spectroradiometer. 
These two detectors form a pair to cover the spectral range from 0.25 
to -2.6 microns. Adjustment iu-made.60 that each operates at the peak 
of maximum sensitivity. . 
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Fig. 13. Relative spectral.response for equal energy of an ASCOP type 54lA-05 photomultiplier 
(Manufacturers ’ data). 
RCA 935 PHOTOTUBE 
80 
5 40 
ii 
a 30 
20 
IO 
0 
.20 .24 .28 .32 .36 .40 .44 .48 .52 36 .60 .64 .68 
WAVELENGTH, MICRONS 
Fig. 14. Relative spectral response for equal energy of an RCA type 935 phototube 
(NBS data on tube 935-l). 
Fig. 15. Variations in sensitivity of an RCA type 935 phototube for monochromatic light flux as indicated 
when its cathode is moved across the exit slit of a spectroradiometer. The dip near the center 
of the illustration results from shadowing effects of the anode wire. This tube is employed 
with the major part of the surface exposed when used in the filter spectroradiometer. 
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SPECTRAL RESPONSE 
EASTMAN KODAK PbS CELL 
Fig. 16. Relative spectral response of an Eastman Kodak PbS cell 
(Manufacturers data). 
37 
w 
a’ 
F#..P mnnnr-. hromatic light flux as indicated when -r 
Fig. 17. Variations in sensltlvlL3 
L" 1. l,,"L‘"~~. 
the PbS cell is moved across the exit slit of a spectroradiometer. 
J.-O’ 
this illustration the electrodes were at the top and bottom of the 
Spectrometer slit. 
Fig. 18. Same as figure 17 except that cell was rotated 90* 
thus placing the electrodes at right 
and left sides of slit respectively. 
Fig. 19. Tungsten ribbon strip lamp standard of spectral radiance. 
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Fig. 20. Block diagram showing the instrumental setup of blackbody, mOno- 
chromator, lamp, and associated equipment employed in the calibration 
of the NBS standard of spectral radiance for the wavelength region of 
0.25 to 0.75 micron. 
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Fig. 21. The lOOO-watt Quartz-iodine lamp standard of spectral irradiance. The 200-watt standard 
is of similar appearance and is mounted in a similar holder. 
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1 RECORDER ] ] suppLy 1 Fig. 22. Optical layout of Carl Leiss monochromator and block 
tzi 
diagram of complete double prism spectroradiometer 
employed in solar simulator measurements. 
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Fig. 23. Relative efficiencies in the infrared spectrum of four diffusers when used in 
combination with the Carl Leiss spectroradiometer when employing an Eastman 
Kodak PbS cell as detector and a lOOO-watt iodine lamp as source. 
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Fig. 24. Same for the ultraviolet and visible spectrum as in figure 23 for the 
infrared except in this case the detector is an EMI type 6256B photo- 
multiplier and the peak value is again arbitrarily set near 3000. 
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RADIATION SHIELD 
TEST SOURCE 
FILTER SPECTRORADIOMETER 
ATTENUATION SCREENS 
\ 
ADIATION SHIELD 
\ 
STANDARD OF SPECTRAL IRRAOIANCE 
?ig, 25. Block diagram of photoelectric filter spectroradiometer. The filter disk and rotor 
motor, the two photoelectric detectors, the chopper mechanism, and the integrating 
sphere with its radiation shield are in a light-tight box which is mounted on an 
optical bench permitting rapid movement between the standard and test sources. 
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Fig. 26. Electronic circuit employed in the 510-cycle-per-second tuned amplifier. Resistances 
are in megohms and capaci tances are in m icrofarads except as otherwise noted. 
Fig. 27. Spectral transmittance of the 0.560 micron narrow-band interference filter as obtained 
on a Cary Model 14R spectrophotometer. 
Fig. 28. Spectral transmittance of the 1.598 micron narrow-band interference filter 
as obtained on a Cary Model 14R spectrophotometer. 
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Fig. 29. Spectral transmittance of the 1.56 micron wide-band interference filter as 
obtained on a Cary Model l4R speatrophotometer, 
Spectral lrradiance of 400-Watt 
Xenon Arc Lamp at 1.0 Meter 
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Fig. 30. Spectral irrzdiance from a 400~ti tt xenon lamp at a distance 
of 1 meter in microwatts per 9 (cm -nin). 
